
Article number: 150571 

KOKA 15 cable LSZH, 500 m

Product description:

KOKA 15 - LSZH white - 500 m

KOKA 15 is a high quality trunk cable for multimedia network installations. The cable features an 

excellent reliability and a long life time due to high-quality materials and the special cable production.
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Specifications

ORDER INFORMATION 

EAN Number 5702661505713 

CONSTRUCTION 

Inner conductor - material Cu 

Inner conductor - dimension 2.7 ± 0.1 mm 

Dielectric - material Foam PE 

Dielectric - dimension 11.5 ± 0.15 mm 

1. Shield foil – material Cu/PET 

2. Shield braid - material Cu 

2. Shield braid - dimension 12.20 mm 

2. Shield braid - coverage 52 % 

Jacket - material LSZH 

Jacket – dimension 15 ± 0.2 mm 

SHIELDING 

Screening attenuation @ 30-

1000 MHz
> 95 dB 

Screening attenuation @ 1000-

2000 MHz
> 95 dB 

Screening attenuation @ 2000-

3000 MHz
> 75 dB 
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TRANSFER IMPEDANCE 

Transfer Impedance @ 5-30 MHz < 4.0 mΩ/m 

CHARACTERISTICS 

Type KOKA 15 

LOSS 

Attenuation (20°C/100mtr) @ 5 

MHz
0.8 dB 

Attenuation (20°C/100mtr) @ 10 

MHz
1.1 dB 

Attenuation (20°C/100mtr) @ 

31.25 MHz
1.3 dB 

Attenuation (20°C/100mtr) @ 50 

MHz
1.7 dB 

Attenuation (20°C/100mtr) @ 

200 MHz
3.4 dB 

Attenuation (20°C/100mtr) @ 

470 MHz
5.5 dB 

Attenuation (20°C/100mtr) @ 

862 MHz
7.7 dB 

Attenuation (20°C/100mtr) @ 

1000 MHz
8.40 dB 

Attenuation (20°C/100mtr) @ 

1750 MHz
11.40 dB 
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Attenuation (20°C/100mtr) @ 

2150 MHz
12.8 dB 

Attenuation (20°C/100mtr) @ 

2400 MHz
13.6 dB 

Attenuation (20°C/100mtr) @ 

3000 MHz
15.4 dB 

RETURN LOSS 

Structural return loss @ 5-470 

MHz
≥ 25 dB 

Structural return loss @ 470-

1000 MHz
≥ 24 dB 

Structural return loss @ 1000-

2000 MHz
≥ 23 dB 

Structural return loss @ 2000-

3000 MHz
≥ 22 dB 

ELECTRICAL 

Impedance 75 ± 2 Ω

Capacity 52 ± 2 pF/m 

Velocity ratio 85 % 

Inner DC resistance 3.4 Ω/km 

Outer DC resistance 5.8 Ω/km 

OPERATIONAL 

Application Indoor 
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Fire Class Dca 

Fire SubClass S2, d1, a1 

DoP number TR0111 

Notified Body 0051 

Screening Efficiency EN50117 (Class A) 

MECHANICAL 

Cable length 500 m 

Minimum bending radius - 

single/repeated
200/200 mm 

Packaging Height 0,001 m 

Packaging Width 0,002 m 

Packaging Depth 0,002 m 

Net Weight 0,207 kg 

Tara Weight 0,034 kg 

Total Weight 0,241 kg 
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