
 
 

 

 
SUORITUSTASOILMOITUS 

                        Nro ”MSK_HF_KAJOTE_FIN” 
 

1. Tuotetyypin yksilöivä tunniste:  MSK-HF (H05Z1Z1-F) 
2. Tyyppi: 2x3-5G0,75-1-1,5-2,5 mm2 
3. Käyttötarkoitus:  Kaapeli yleisiin käyttötarkoituksiin rakennuskohteissa, joille on asetettu 

paloteknistä käyttäytymistä koskevia vaatimuksia. 
4. Valmistaja:  Kajote Oy, Orvokintie 9, 06100 Porvoo, puh 019-548 0800, myynti@kajote.fi 
5. Valtuutettu edustaja:  ei ole 
6. AVCP –luokka (suoritustason pysyvyyden arviointi- ja varmennusjärjestelmä): 3 
7. Ilmoitettu laitos: 0598 
8. Imoitetut suoritustasot: 
 

Perusominaisuudet Suoritustaso Yhdenmukaistettu tuotestandardi 
 

Palotekninen käyttäytyminen Eca EN 50575:2014+A1:2016 

Vaaralliset aineet: NPD   
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DECLARATION OF PERFORMANCE 

                        Nro ”MSK_HF_KAJOTE_FIN” 
 

1. Unique identification code of the product type:  MSK-HF (H05Z1Z1-F) 
2. Type: 2x3-5G0,75-1-1,5-2,5 mm2 
3. Intended use: Cable for general applications in construction works subject to reaction to fire 

requirements 
4. Manufacturer:  Kajote Oy, Orvokintie 9, 06100 Porvoo, Finland, tel +358 19 548 0800, 

sales@kajote.fi 
5. Authorised representative:  - 
6. System of AVCP: 3 
7. Notified body: 0598 
8. Declared performances: 
 

Essential characteristics Performance Harmonized technical specification 
 

Reaction to fire Eca EN 50575:2014+A1:2016 

Dangerous substances: NPD   

 
 
Porvoo Finland 2 November 2021 
 
Kajote  Oy 
 
 

 
 
Peter Jokinen 
Development director 
 
tel +358 19 548 0800 
sales@kajote.fi 


