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EJBG-series junction boxes 

Electric junction boxes EJBG M IP55  
Designed for connection and branching of electrical wiring for various purposes. 
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JUNCTION BOXES EJBG IP55 

Description Junction boxes EJBG IP55 are designed for connection and splitting of electrical wiring for various purposes. 
Suitable for indoor and outdoor installation under shelter. The casing is made of 1.2 mm thick DC01 structural-grade steel 
sheet, has a protective galvanized surface finish and coated with polymer paint in white RAL 9016. 

Conception Casings of junction boxes can be rectangular or square. The cover is enclosed to the body due to the 
connection with screws and a silicone gasket. The boxes, depending on the version, can be supplied with "Phoenix 
Contact" terminals fixed on a DIN rail, "WAGO" screwless terminal mounting clip or no-terminal clip. Grounding clips "PE" 
are located on the cover and body. There are membrane-type stepped silicone bushings and silicone drain plugs in the 
side walls ensuring the degree of protection not lower than IP55. 

Features Junction boxes have increased corrosion resistance due to galvanic treatment and polymer coating. All external 
clamping elements are made of stainless steel. The boxes are VDE certified. 

Characteristics Ambient temperature range during operation: from -40 to +60 
0
C. 

Degree of mechanical protection provided by enclosures: IK 10 (20 J). 
Diameter of the connected cable: 4-18 mm. 
Nominal interconnect capacity for WAGO connecting terminals for 4 contacts: from 0.5 to 2.5 mm

2
. 

Rated voltage of WAGO terminals: 450 V. 
Nominal interconnect capacity for Phoenix Contact connecting terminals:2.5, 4.0, 6.0, 10.0 mm

2
. 

Rated voltage of Phoenix Contact terminals: 1000 V. 

Modifications (with and without WAGO terminals) 
 

Designation* Size **, mm 
Weight up to, 

kg 
Number of cable entries, up to Number of terminals, up to 

EJBG0808М IP55 86x86x66 0.50 4 «WAGO» 4 

EJBG0808М IP55 (e) 
 
 

 
 

 
 

- - 

EJBG1010М IP55 103x103x66 0.60 4 «WAGO» 4 

EJBG1010М IP55 (e) 
 
 

 
 

 
 

- - 

EJBG0812M IP55 86x126x66 0.60 6 «WAGO» 5 

EJBG0812М IP55 (e) 
 
 

 
 

 
 

- - 

EJBG1212М IP55 126x126x66 0.75 8 «WAGO» 6 

EJBG1212М IP55 (e) 
 
 

 
 

 
 

- - 

EJBG1224М IP55 
123х240х66 1,20 12 

«WAGO» 12 

EJBG1224М IP55 (e)  - 

* e - junction box without terminals 
** excluding fastening elements and cable entries 

Modifications (with Phoenix Contact terminals) 
 

Designation* Size **, mm 
Weight up to, 

kg 
Number of cable entries, up to 

Number of connections, up 
to 

EJBG1515М IP55 
(Np) 

150x150x66 1.20 8 UT2.5 12 

 
 

 
 

 
 

 
 

UT4.0 10 

 
 

 
 

 
 

 
 

UT6.0 7 

 
 

 
 

 
 

 
 

UT10.0 6 

EJBG1530М IP55 
(Np) 

150x300x66 2.50 14 UT2.5 40 

 
 

 
 

 
 

 
 

UT4.0 34 

 
 

 
 

 
 

 
 

UT6.0 25 

 
 

 
 

 
 

 
 

UT10.0 20 

EJBG2020M IP55 
(Np) 

200x200x66 1.80 12 UT2.5 22 

 
 

 
 

 
 

 
 

UT4.0 18 
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UT6.0 14 

 
 

 
 

 
 

 
 

UT10.0 11 

EJBG2040М IP55 
(Np) 

200x400x66 3,50 20 UT2.5 60 

 
 

 
 

 
 

 
 

UT4.0 51 

 
 

 
 

 
 

 
 

UT6.0 38 

 
 

 
 

 
 

 
 

UT10.0 31 

* Np - number of Phoenix Contact terminals 
** excluding fastening elements and cable entries 
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STAINLESS STEEL JUNCTION BOXES EJBG IP55 

Description Stainless steel junction boxes EJBG IP55 are designed for connection and splitting of electrical wiring for 
various purposes. Suitable for indoor and outdoor installation under shelter. The casing is made of 1.2 mm thick AISI 304 
stainless steel sheet. 

Conception Casings of Stainless steel junction boxes can be rectangular or square. The cover is enclosed to the body 
due to the connection with screws and a silicone gasket. The boxes, depending on the version, can be supplied with 
"Phoenix Contact" terminals fixed on a DIN rail, "WAGO" screwless terminal mounting clip or no-terminal clip. Grounding 
clips "PE" are located on the cover and body. There are membrane-type stepped silicone bushings and silicone drain 
plugs in the side walls ensuring the degree of protection not lower than IP55. 

Features Junction boxes are made of AISI 304 stainless steel sheet, which has high strength, chemical and rust 
resistance. All external clamping elements are made of stainless steel. The boxes are VDE certified. 

Characteristics Ambient temperature range during operation: from -40 to +100 
0
C. 

Degree of mechanical protection provided by enclosures: IK 10 (20 J). 
Diameter of the connected cable: 4-18 mm. 
Nominal interconnect capacity for WAGO connecting terminals for 4 contacts: from 0.5 to 2.5 mm

2
. 

Rated voltage of WAGO terminals: 450 V. 
Nominal interconnect capacity for Phoenix Contact connecting terminals:2.5, 4.0, 6.0, 10.0 mm

2
. 

Rated voltage of Phoenix Contact terminals: 1000 V. 

Modifications (with and without WAGO terminals) 
 

Designation* Size **, mm 
Weight up to, 

kg 
Number of cable entries, up to Number of terminals, up to 

EJBG0808S IP55 86x86x66 0.50 4 «WAGO» 4 

EJBG0808S IP55 (e) 
 
 

 
 

 
 

- - 

EJBG1010S IP55 103x103x66 0.60 4 «WAGO» 4 

EJBG1010S IP55 (e) 
 
 

 
 

 
 

- - 

EJBG0812S IP55 86x126x66 0.60 6 «WAGO» 5 

EJBG0812S IP55 (e) 
 
 

 
 

 
 

- - 

EJBG1212S IP55 126x126x66 0.75 8 «WAGO» 6 

EJBG1212S IP55 (e) 
 
 

 
 

 
 

- - 

EJBG1224S IP55 
123х240х66 1,20 12 

«WAGO» 12 

EJBG1224S IP55 (e) - - 

* e - junction box without terminals 
** excluding fastening elements and cable entries 

Modifications (with Phoenix Contact terminals) 
 

Designation* Size **, mm 
Weight up to, 

kg 
Number of cable entries, up to 

Number of connections, up 
to 

EJBG1515S IP55 
(Np) 

150x150x66 1.20 8 UT2.5 12 

 
 

 
 

 
 

 
 

UT4.0 10 

 
 

 
 

 
 

 
 

UT6.0 7 

 
 

 
 

 
 

 
 

UT10.0 6 

EJBG1530S IP55 
(Np) 

150x300x66 2.50 14 UT2.5 40 

 
 

 
 

 
 

 
 

UT4.0 34 

 
 

 
 

 
 

 
 

UT6.0 25 

 
 

 
 

 
 

 
 

UT10.0 20 

EJBG2020S IP55 
(Np) 

200x200x66 1.80 12 UT2.5 22 

 
 

 
 

 
 

 
 

UT4.0 18 
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UT6.0 14 

 
 

 
 

 
 

 
 

UT10.0 11 

EJBG2040S IP55 
(Np) 

200x400x66 3,50 20 UT2.5 60 

 
 

 
 

 
 

 
 

UT4.0 51 

 
 

 
 

 
 

 
 

UT6.0 38 

 
 

 
 

 
 

 
 

UT10.0 31 

* Np - number of Phoenix Contact terminals 
** excluding fastening elements and cable entries 
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JUNCTION BOXES EJBG IP66 

Description Junction boxes EJBG IP66 are designed for connection and splitting of electrical wiring for various purposes. 
Suitable for indoor and outdoor installation. The casing is made of 1.2 mm thick DC01 structural-grade steel sheet, has a 
protective galvanized surface finish and coated with polymer paint in white RAL 9016. 

Conception Casings of junction boxes can be rectangular or square. The cover is enclosed to the body due to the 
connection with screws and a silicone gasket. The boxes, depending on the version, can be supplied with "Phoenix 
Contact" terminals fixed on a DIN rail, "WAGO" screwless terminal mounting clip or no-terminal clip. Grounding clips "PE" 
are located on the cover and body. Nickel-plated brass cable entries and silicone drain plugs are installed in the side walls 
ensuring the degree of protection not lower than IP66. 

Features Junction boxes have increased corrosion resistance due to galvanic treatment and polymer coating. All external 
clamping elements are made of stainless steel. The boxes are VDE certified. 

Characteristics Ambient temperature range during operation: from -40 to +80 
0
C. 

Degree of mechanical protection provided by enclosures: IK 10 (20 J). 
Diameter of the connected cable: Zeta: М16х1,5(4-8), М20х1,5 (6-12), М25х1,5 (13-18). 
Nominal interconnect capacity for WAGO connecting terminals for 4 contacts: from 0.5 to 2.5 mm

2
. 

Rated voltage of WAGO terminals: 450 V. 
Nominal interconnect capacity for Phoenix Contact connecting terminals:2.5, 4.0, 6.0, 10.0 mm

2
. 

Rated voltage of Phoenix Contact terminals: 1000 V. 

Modifications (with and without WAGO terminals) 
 

Designation* Size **, mm 
Weight up to, 

kg 
Number of cable entries, up to Number of terminals, up to 

EJBG0808М IP66 86x86x66 0.70 4 «WAGO» 4 

EJBG0808М IP66 (e) 
 
 

 
 

 
 

- - 

EJBG1010М IP66 103x103x66 0,85 4 «WAGO» 4 

EJBG1010М IP66 (e) 
 
 

 
 

 
 

- - 

EJBG0812M IP66 86x126x66 0,90 6 «WAGO» 5 

EJBG0812М IP66 (e) 
 
 

 
 

 
 

- - 

EJBG1212М IP66 126x126x66 1,20 8 «WAGO» 6 

EJBG1212М IP66 (e) 
 
 

 
 

 
 

- - 

* e - junction box without terminals 
** excluding fastening elements and cable entries 

Modifications (with Phoenix Contact terminals) 
 

Designation* Size **, mm 
Weight up to, 

kg 
Number of cable entries, up to 

Number of connections, up 
to 

EJBG1515М IP66 
(Np) 

150x150x66 1,65 8 UT2.5 12 

 
 

 
 

 
 

 
 

UT4.0 10 

 
 

 
 

 
 

 
 

UT6.0 7 

 
 

 
 

 
 

 
 

UT10.0 6 

EJBG1530М IP66 
(Np) 

150x300x66 3.0 12 UT2.5 40 

 
 

 
 

 
 

 
 

UT4.0 34 

 
 

 
 

 
 

 
 

UT6.0 25 

 
 

 
 

 
 

 
 

UT10.0 20 

EJBG2020M IP66 
(Np) 

200x200x66 2.50 12 UT2.5 22 

 
 

 
 

 
 

 
 

UT4.0 18 

 
 

 
 

 
 

 
 

UT6.0 14 

    UT10.0 11 

https://www.zkabel.ru/catalog/kabelnye-vvody-i-komplektujushhie/kabelnye-vvody/s-rezboy-m/kabelnyy-vvod-m-20-latunnyy-ut1-5-ip68-d-kabelya-6-12mm-up-100-600sht-k-zeta/
https://www.zkabel.ru/catalog/kabelnye-vvody-i-komplektujushhie/kabelnye-vvody/s-rezboy-m/kabelnyy-vvod-m-20-latunnyy-ut1-5-ip68-d-kabelya-6-12mm-up-100-600sht-k-zeta/
https://www.zkabel.ru/catalog/kabelnye-vvody-i-komplektujushhie/kabelnye-vvody/s-rezboy-m/kabelnyy-vvod-m-20-latunnyy-ut1-5-ip68-d-kabelya-6-12mm-up-100-600sht-k-zeta/
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EJBG2040М IP66 
(Np) 

200x400x66 4,50 18 UT2.5 60 

 
 

 
 

 
 

 
 

UT4.0 51 

 
 

 
 

 
 

 
 

UT6.0 38 

 
 

 
 

 
 

 
 

UT10.0 31 

* Np - number of Phoenix Contact terminals 
** excluding fastening elements and cable entries 
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EJBG0808М IP66 4(13-18) 

EJBG1010М IP66 4(13-18) 

 
 
 
 
 
 
 
 
 
 
 
 
 
EJBG0812M IP66 6(13-18) 
 
 
 
 
 
EJBG1212М IP66 8(13-18) 
 
 
 
 
 
EJBG1515M IP66 (6UT10.0) 8(13-18) 

 
 
 
 
EJBG1530M IP66 (20UT10.0) 14(13-18) 
 
 
 
 
 
EJBG2020M IP66 (11UT10.0) 12(13-18) 
 
 
 
 
EJBG2040M IP66 (31UT10.0) 18(13-18) 
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STAINLESS STEEL JUNCTION BOXES EJBG IP66 

Description Stainless steel junction boxes EJBG IP66 are designed for connection and splitting of electrical wiring for 
various purposes. Suitable for indoor and outdoor installation. The casing is made of 1.2 mm thick AISI 304 stainless steel 
sheet. 

Conception Casings of Stainless steel junction boxes can be rectangular or square. The cover is enclosed to the body 
due to the connection with screws and a silicone gasket. The boxes, depending on the version, can be supplied with 
"Phoenix Contact" terminals fixed on a DIN rail, "WAGO" screwless terminal mounting clip or no-terminal clip. Grounding 
clips "PE" are located on the cover and body. Stainless steel cable entries and silicone drain plugs are installed in the 
side walls ensuring the degree of protection not lower than IP66. 

Features Junction boxes are made of AISI 304 stainless steel sheet, which has high strength, chemical and rust 
resistance. All external clamping elements are made of stainless steel. The boxes are VDE certified. 

Characteristics Ambient temperature range during operation: from -40 to +80 
0
C. 

Degree of mechanical protection provided by enclosures: IK 10 (20 J). 
Diameter of the connected cable: Zeta: М16х1,5(4-8), М20х1,5 (6-12), М25х1,5 (13-18). 
Nominal interconnect capacity for WAGO connecting terminals for 4 contacts: from 0.5 to 2.5 mm

2
. 

Rated voltage of WAGO terminals: 450 V. 
Nominal interconnect capacity for Phoenix Contact connecting terminals:2.5, 4.0, 6.0, 10.0 mm

2
. 

Rated voltage of Phoenix Contact terminals: 1000 V. 

Modifications (with and without WAGO terminals) 
 

Designation* Size **, mm 
Weight up to, 

kg 
Number of cable entries, up to Number of terminals, up to 

EJBG0808S IP66 80x80x62 0.64 4 «WAGO» 4 

EJBG0808S IP66 (e) 
 
 

 
 

 
 

- - 

EJBG1010S IP66 100x100x62 0,75 4 «WAGO» 4 

EJBG1010S IP66 (e) 
 
 

 
 

 
 

- - 

EJBG0812S IP66 80x120x62 0,85 6 «WAGO» 5 

EJBG0812S IP66 (e) 
 
 

 
 

 
 

- - 

EJBG1212S IP66 120x120x62 1,06 8 «WAGO» 6 

EJBG1212S IP66 (e) 
 
 

 
 

 
 

- - 

* e - junction box without terminals 
** excluding fastening elements and cable entries 

Modifications (with Phoenix Contact terminals) 
 

Designation* Size **, mm 
Weight up to, 

kg 
Number of cable entries, up to 

Number of connections, up 
to 

EJBG1515S IP66 
(Np) 

150x150x66 1,60 8 UT2.5 12 

 
 

 
 

 
 

 
 

UT4.0 10 

 
 

 
 

 
 

 
 

UT6.0 7 

 
 

 
 

 
 

 
 

UT10.0 6 

EJBG1530S IP66 
(Np) 

150x300x66 2,90 12 UT2.5 40 

 
 

 
 

 
 

 
 

UT4.0 34 

 
 

 
 

 
 

 
 

UT6.0 25 

 
 

 
 

 
 

 
 

UT10.0 20 

EJBG2020S IP66 
(Np) 

200x200x66 2.30 12 UT2.5 22 

 
 

 
 

 
 

 
 

UT4.0 18 

 
 

 
 

 
 

 
 

UT6.0 14 

    UT10.0 11 

https://www.zkabel.ru/catalog/kabelnye-vvody-i-komplektujushhie/kabelnye-vvody/s-rezboy-m/kabelnyy-vvod-m-20-latunnyy-ut1-5-ip68-d-kabelya-6-12mm-up-100-600sht-k-zeta/
https://www.zkabel.ru/catalog/kabelnye-vvody-i-komplektujushhie/kabelnye-vvody/s-rezboy-m/kabelnyy-vvod-m-20-latunnyy-ut1-5-ip68-d-kabelya-6-12mm-up-100-600sht-k-zeta/
https://www.zkabel.ru/catalog/kabelnye-vvody-i-komplektujushhie/kabelnye-vvody/s-rezboy-m/kabelnyy-vvod-m-20-latunnyy-ut1-5-ip68-d-kabelya-6-12mm-up-100-600sht-k-zeta/


 

«E-SPRINKLER» OY www.e-sprinkleroy.com 

12 STAINLESS STEEL JUNCTION BOXES EJBG IP55 

    

EJBG2040S IP66 
(Np) 

200x400x66 4,30 18 UT2.5 60 

 
 

 
 

 
 

 
 

UT4.0 51 

 
 

 
 

 
 

 
 

UT6.0 38 

 
 

 
 

 
 

 
 

UT10.0 31 

* Np - number of Phoenix Contact terminals 
** excluding fastening elements and cable entries  
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EJBG0808S IP66 4(13-18) 

EJBG1010S IP66 4(13-18) 

 
 
 
 
 
 
 
 
 
 
 
 
 
EJBG0812S IP66 6(13-18) 
 
 
 
 
 
EJBG1212S IP66 8(13-18) 
 
 
 
 
 
EJBG1515S IP66 (6UT10.0) 8(13-18) 

 
 
 
 
EJBG1530S IP66 (20UT10.0) 14(13-18) 
 
 
 
 
 
EJBG2020S IP66 (11UT10.0) 12(13-18) 
 
 
 
 
EJBG2040S IP66 (31UT10.0) 18(13-18) 
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Appendix 

Terminal characteristics 

Characteristics of WAGO screwless terminals. 

Type Rated connecting capacity, mm
2 Rated current, A Pull-off length, mm 

4x2.5 0,5 – 2,5 16 11 

Characteristics of Phoenix Contact terminals. 
 

Type Rated connecting capacity, mm
2 

Conductor 
section, mm

2 
Maximum load 

current, A 
Rated current, 

A 
Pull-off 

length, mm 
Tightening 
torque, Nm 

UT2,5 2.5 0,14 – 4 
32 (for 4 mm² cable 

section) 
24 9 0,5 – 0,6 

UT4,0 4.0 0,14 – 6 
41 (for 6 mm² cable 

section) 
32 9 0,6 – 0,8 

UT6,0 6.0 0,20 – 10 
57 (for 10 mm² 
cable section) 

41 10 1,5 – 1,8 

UT10,0 10.0 0,50 – 16 
76 (for 16 mm² 
cable section) 

57 10 1,5 – 1,8 

Characteristics of cable entries 
 

Connected cable diameter, 
mm 

Size, mm Material* Height, mm Width across flats, mm 

4 – 8 M16x1.5 Nickel plated brass 21.0 18/18 

4 – 8 M16x1.5 
Stainless Steel AISI 

304 
21.0 18/18 

6 – 12 M20x1.5 Nickel plated brass 22.5 22/22 

6 – 12 M20x1.5 
Stainless Steel AISI 

304 
22.5 22/22 

13 – 18 M25x1.5 Nickel plated brass 25.0 27/30 

13 – 18 M25x1.5 
Stainless Steel AISI 

304 
25.0 27/30 

* cable entries made of nickel-plated brass are used with IP66 junction boxes made of DC01 structural-grade steel sheet, 
and stainless steel cable entries - with IP66 junction boxes made of AISI304 stainless steel sheet. 

Further information 

Dimensions of wrenches for attaching the cover of the junction box to its body and tightening torques 
 

Wrench size Dimensions of boxes, mm Tightening torque, Nm 

S10 from 150х150х62 to 200х400х62 1.5 to 2 

S14 from 80х80х62 дto120х240х62 1.5 to 2 

Wrench size for tighting the PE clamp: S8. Tightening torque 1 Nm. 
Hole for fixing the junction box to the supporting structure dimension: 7 mm. 
The warranty period for box is 24 months from the commissioning date. 
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For cable fixing the following fastening is used: 

Manufacturer Name 

Fisher Fisher: Clamps for cables: BSM; BSMD; BSMZ. Nails for fixing of clamps ED, 
screw DIN 7981 

Hilti Fixing clamp X-FB МХ 8-40 mm, fixing clamp X-FB-Е МХ 16-25 mm, Fixing 
clamp X-FB C27 20-35 mm, Clamp for corrugated pipe X-DFB MX. Universal 
nail X-U MX, concrete nail X-C B3 MX, concrete nail X-C G3 MX, universal 
nail X-P B3 MX, universal nail X-P G3 MX 

Alternative Universal metal dowel MUD 5/30, screw DIN 7981. 
 

 

 

For junction boxes fixing the following fastening is used: 

Fisher: Nails ED, FMD. Chemical anchor: FIS V…; FNA…; FBS…; FBN…; 
FHY… 

Hilti: universal nail X-U MX. Chemical anchor: HUS…; HSA…; HIT-HY…; 
HKV…; HLC.  

Alternative: universal metal dowel MUD 5/30, screw DIN 7981. 



 

«E-SPRINKLER» OY www.e-sprinkleroy.com 

16 APPENDIX 

Arrangement of cable entries of EJBG IP66 junction boxes 
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The size and weight of the transport packaging, the number of products in the package 

 

Tag 
Size of the transport 

packaging, mm 
Package weight, kg Packing quantity, pcs. 

EJBG0808M IP55 420x420x160 12 24 

EJBG1010M IP55 360x360x160 7,5 12 

EJBG0812M IP55 360x360x160 7,5 12 

EJBG1212M IP55 420x420x160 9 12 

EJBG1224М IP55 330х330х165 6 5 

EJBG1515M IP55 420x420x160 9.6 8 

EJBG1530M IP55 360x360x160 10 4 

EJBG2020M IP55 240х220х180 3.6 2 

EJBG2040M IP55 460х235х160 7 2 

EJBG0808S IP55 420x420x160 12 24 

EJBG1010S IP55 360x360x160 7,5 12 

EJBG0812S IP55 420x420x160 7,5 16 

EJBG1212S IP55 420x420x160 9 12 

EJBG1224S IP55 330х330х165 6 5 

EJBG1515S IP55 420x420x160 9.6 8 

EJBG1530S IP55 360x360x160 10 4 

EJBG2020S IP55 240х220х180 3.6 2 

EJBG2040S IP55 460х235х160 7 2 

EJBG0808M IP66 420x420x160 12.6 18 

EJBG1010M IP66 360x360x160 6.8 8 

EJBG0812M IP66 420x420x160 10,8 12 

EJBG1212M IP66 360x360x160 9.6 8 

EJBG1515M IP66 420x420x160 13,2 8 

EJBG1530M IP66 420x420x160 12 4 

EJBG2020M IP66 330х330х165 5 2 

EJBG2040M IP66 265х520х160 9 2 

EJBG0808S IP66 420x420x160 12 18 

EJBG1010S IP66 360x360x160 6 8 

EJBG0812S IP66 420x420x160 10,5 12 

EJBG1212S IP66 360x360x160 8,5 8 

EJBG1515S IP66 420x420x160 13 8 

EJBG1530S IP66 420x420x160 12 4 

EJBG2020S IP66 330х330х165 4,6 2 

EJBG2040S IP66 265х520х160 8,6 2 

 


