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CEE adapters
CEE adapter, 400 V~, IP44
• Highly shatter-proof plastic version, splash-proof
• For outdoor use, hanger included

349.012 349.006

349.028 349.029

349.033 349.183

349.007 349.027

349.035

CEE wall-mounted combination socket, 400 V~, IP44
• Polycarbonate version with cable kink protection, splash-proof, 6 h/5-pole

910.002

Start Inrush current limiter, IP44

349.017

349.018
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Pictograms and their meanings can be found on page 339.

Spare parts: Fuse socket for CEE adapter 900.1086 | Fuse holder for CEE adapter 900.1061 | Micro fuse

349.012 Input: 1 x CEE plug 16 A / 400 V~ | Output: 1 x CEE socket 32 A / 400 V~ 

349.006
Input: 1 x CEE plug 16 A / 400 V~  | Output: 1 x CEE socket 16 A / 400 V~  | 1 x CEE socket 32 A / 400 V~  |  
2 x socket outlets with earthing contact 250 V~ 

349.028 Input: 1 x CEE plug 16 A / 400 V~  | Output: 3 x socket outlets with earthing contact 16 A / 250 V~ 

349.029
Input: 1 x CEE plug 16 A / 400 V~  | Output: 1 x CEE socket 16 A / 400 V~  | 3 x socket outlets with earthing 
contact 16 A / 250 V~ 

349.033 Input: 1 x CEE plug 16 A / 400 V~  | Output: 3 x CEE sockets 16 A / 400 V~ 

Protection: 3 x 10 A fuse

349.183 Input: 1 x CEE plug 32 A / 400 V~  | Output: 1 x CEE socket 16 A / 400 V~ 

349.007
Input: 1 x CEE plug 32 A / 400 V~  | Output: 1 x CEE socket 16 A / 400 V~  | 1 x CEE socket 32 A / 400 V~  |  
1 x socket outlet with earthing contact 250 V~ 

CEE adapter with 1 x LS 16 A | C characteristic | IP44 | Rubberised housing

349.014 Input: 1 x CEE plug 32 A | Output: 1 x CEE socket 16 A

CEE adapter with 1.5 m supply cable: H07RN-F5G 1.5 mm2 | Screwed on | Rewirable

349.027 Input: 1 x CEE plug 16 A / 400 V~  | Output: 3 x socket outlets with earthing contact 250 V~ 

349.035 Input: 1 x CEE plug 16 A / 400 V~  | Output: 3 x CEE sockets 16 A / 400 V~ 

910.002 Red | 16 A | 1 x CEE flush-mounted installation box 400 V~ | 1 x socket outlet with earthing contact 250 V~

230 V~ | 1 phase

349.017
Input: 1.5 m cable H07RN-F 3G 1.5 with earthing contact plug, black | Output: 1 x socket outlet with earthing 
contact 230 V~/16 A, 3-pole | Suitable for MCB 16 A characteristic B, C

400 V~ | 3 phase

349.018
Input: 1.5 m cable H07RN-F 5G 1.5; with CEE plug 400 V~/16 A, 5-pole | Output: 1 x CEE socket 400 V~/16 A, 
5-pole | Suitable for MCB 16 A characteristic C, D
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