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NO: Impulsbryter 
DA: Impulsbryter
SE: Impulsbryter 
EN: Push button (optional) 
FR: Bouton-poussoir (optionnel) 
DE: Druckknopf (optional)
FI: Pulssikytkin
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LEDDIM SMART
DIGITAL TRAILING EDGE DIMMER

220-240V, 50/60Hz, 3-400VA, 0-35°C

***
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E.g. ELKO

E.g. ABB

E.g. Schneider

EN: Minimum dimming level adjustment 
FR: Réglage du niveau de gradation minimal 
DE: Anpassung der minimalen Dimmstufe

EN: Push button (optional)  
FR: Bouton-poussoir (optionnel)  
DE: Druckknopf (optional)

L N

Reset / Réinitialiser / Zurücksetzen
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Wiring Diagram 
 
 
 
 
 
 
 
 
 
 
 
 
  
Suitable wire: 12-26 AWG 0.5 – 4.0 mm2 

Wires 

P N

N

N L

L

LEDDim Smart Master

R

220-240V, 50/60Hz, 3-400VA, -20°C to 35°C

R, CPUSH DIM

NO: Minimum dimmenivåjustering
DA: Minimum justering af dæmpningsniveau 
SE: Minsta justering av dimningsnivå
EN: Minimum dimming level adjustment 
FR: Réglage du niveau de gradation minimal
NL: Regelbaar niveau van minimale dimmingsgraad 
DE: Anpassung der minimalen Dimmstufe
FI: Minimi himmennystaso



Incandescent CFL LED Halogen

0% >10% 100%

Incandescent CFL LED Halogen

0% >10% 100%

Incandescent CFL LED Halogen

0% >10% 100%

C

L

R

T8

11 2

Maximum load

Load type
R C R+C L

1  Single dimmer Max. 400W Max. 320W Max. 320W        

2  Two or more dimmers Max. 300W/pc. Max. 240W/pc. Max. 240W/pc.

10m

10m 10m

10m

10m10m

Pairing

1

2

TW LEDDim Smart
TW LEDDim Smart



Levels

Master

TW LEDDim Smart

TW LEDDim Smart

TW LEDDim Smart
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TW LEDDim Smart
TW LEDDim Smart
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