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SHORT- CIRCUIT PROTECTION
Suitable for use on a circuit capable of delivering 
not more than 10000 rms symmetrical amperes, 
600 Volts maximum. 
Main Circuit- Short-circuit protective device 
rating must comply with applicable electrical 
codes. 
Do not exceed rating (1) for the applicable 
protective devices :
I - Class RK1 (CSA HRC1-R) time delay fuse 
II - Class J (CSA HRC1-J) or Class T (CSA 
HRC1-T) fuse 
Control and Auxiliary Circuits  - Electrical codes 
may require additional overcurrent protection. 

短路保护
适用于传输10000rms以下对称电流，最大600伏
电压的电路。
主回路-短路保护设备的额定值必须遵循适用的
《电气规程》。  
适用的保护设备切勿超过额定值 (1):
I - RK1类（CSA HRC1-R）延时保险丝 
II- J类 (CSA HRC1-J) 或T类 (CSA HRC1-T)
保险丝
控制和辅助回路 - 《电气规程》需要额外的过电流
保护措施。 
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ЗАЩИТА ОТ КОРОТКОГО ЗАМЫКАНИЯ
Изделие пригодно для использования в 
электрических цепях, рассчитанных на
не более чем 5000 А периодической 
составляющей среднеквадратичного тока КЗ, 
макс. 600 В. 
Главная цепь: номинальные характеристики 
устройства защиты от короткого замыкания
должны соответствовать применимым 
нормативным электротехническим
требованиям.
Не превышайте номинальные характеристики 
(1) для соответствующих устройств защиты:
I — Плавкий предохранитель с задержкой на 
срабатывание класса RK1 (CSA HRC1-R)
II — Плавкий предохранитель класса J (CSA 
HRC1-J) или класса T (CSA HRC1-T)
Управляющие и вспомогательные цепи: 
в соответствии с электротехническими 
требованиями может потребоваться 
дополнительная защита от перегрузки по току. 
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