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Technical data

Product ID SLC1119

DALI version DALI

DALI Type DT6

Number of DALI-address 1

CE Yes

Exterior color White

EMC Yes

ENEC Yes

Flicker free Yes

Operating temperature -20°C ~ +45°C °C

Expected lifetime (Ta 25°C) 110000 Hours

Expected lifetime (Ta 45°C) 50000 Hours

Over temperature protection Yes

Over voltage protection Yes

RoHs Yes

SELV Yes

Short circuit protection Yes

Tc 85 °C

Protection class II

Housing Plastic housing

Degree of protection (IP) IP20

Suitable for constant current Yes

Dimming DALI Yes

Dimming method Pulse Width Modulation (PWM)

Dimming interface DALI DT6

Input

Power factor 0.95

Strain relief Yes

Frequency range [50,60] Hz

Inrush Current 0.25 A

Input voltage [100,240] V

Output

Constant Current DALI driver for DL04 Downlights. Preset to 230mA output 
current.

Product data sheet

SLC LED-DRIVER CC 230MA 8,5W 20-
38VDC DALI
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Output current 150 - 350 mA

Output power 5.5 - 10.5 W

Output type Constant current (CC)

Mono Yes

Max total output power 10.5 W

Number of LED Output Channels 1

Output voltage 20 - 38 V

Max output current 0.35 A

Installation

Length 106 mm

Height 30 mm

Width 60 mm

Model Static

General data

M-pack length 500 mm


