
TEOLLISUUSVALAISIMET

Ensiluokkainen ja monipuolinen pintavalaisin: päälle/
pois-kytkentä, DALI, mikroaaltotunnistin. IP44-luokitus. 
Valaisin on läpijohdotettava ja pinta-asennettava. Valaisin 
sopii käytettäväksi pysäköintitiloissa, teollisuuskohteissa ja 
muissa liiketiloissa. IK07/Ra80.

LINEA

VALONJAKO

VALAISTUSTIEDOT

Teho 13/16/20W (595 mm)

Valotehokkuus 160 lm/w

Kok.lumen-arvo 2000-3200 lm

MacAdam-luku 3

Käyttöikä L80B10 @Ta 25°C: 102000h

Valon ohjaus Päälle/pois, Dali, tunnistin

Värilämpötilat 4000 K

VALAISIMEN OMINAISUUDET

Pituus 595/1195/1495 mm

Leveys 155 mm

Korkeus 52 mm

Paino 1,8/3,0/4,0 kg

Käyttölämpötila -20/+40 °C

Johdotus 5x1.5-2.5 mm2
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 Structure Data

 Parameter
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Driver lifetime up to 100000h /10% max failure @ Ta25°C

Philips Driver: PF≥0.9   THD<20% LiFud Driver: PF≥0.93   THD<15%

CCT Adjustable: 3000K 4000K 5000K

40W : MCB B10A 20, MCB B16A 32, MCB C10A 20, MCB C16A 32

47W : MCB B10A 15, MCB B16A 24, MCB C10A 15, MCB C16A 24

 

Light Efficiency: 160Lm/W

Lumen output: 2000lm -7500lm

Beam Angle: 110° (prismatic diffuser)

CCT Range: WW(3000K) NW(4000K) DW(5000K) CW(6500K)

AC Input : 220-240V 50/60Hz AC Input : 220-240V 50/60Hz

Notes: Above lumens based on 4000K, Ra 80. All values in +25°C ambient temperature, luminous flux tolerance +-5%, output power tolerance +-5%.

 Electrical Data

 Lighting Data

20W : MCB B10A 40, MCB B16A 64, MCB C10A 40, MCB C16A 64

595/1195/1495mm

701/1001/1301mm

Size Wattage(Power adjustable) Lumen Efficiency SDCMCRI CCT

1195mm 23/29/35/40W 3600~6400LM 380 4000K

595mm 13/16/20W 2000~3200LM 160lm/w

160lm/w

160lm/w

380 4000K

1495mm 26/33/40/47W 4200~7500LM 380 4000K

Light Source: 2835  SDCM 3  CRI > 80-95

L80B10 @Ta 25℃: 102000h   

L80B50 @Ta 25℃: 118000h      

L90B50 @Ta 25℃: 58000h

52
m
m

155mm

Wiring: 5 wires through

Operation Temp: -20~40℃

Material: White coating metal+PMMA prismatic diffuser

Installation: Surface mounted; Cable wire; Wire suspension; 
                       Wall mounted

Protection: IP44/IK07

Terminal: 5x2.5mm² push-in terminal

Connection: One cable entry at the endcap and 

two top entries at the back of the luminaire

600mm 13/16/20W
1200mm 23/29/35/40W
1500mm 26/33/40/47W

Power Adjustable: 

VALAISTUSTIEDOT

Teho 23/29/35/40W (1195 mm)

Valotehokkuus 160 lm/w

Kok.lumen-arvo 3600-6400 lm

MacAdam-luku 3

Käyttöikä L80B10 @Ta 25°C: 102000h

Valon ohjaus Päälle/pois, Dali, tunnistin

Värilämpötilat 4000 K

VALAISTUSTIEDOT

Teho 26/33/40/47W (1495 mm)

Valotehokkuus 160 lm/w

Kok.lumen-arvo 4200-7500 lm

MacAdam-luku 3

Käyttöikä L80B10 @Ta 25°C: 102000h

Valon ohjaus Päälle/pois, Dali, tunnistin

Värilämpötilat 4000 K
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A wide beam angle with prismatic diffuser directs the 
light into the width of the room and is well suited for 
open layouts. Wide beam light distribution creates a 
uniform illumination with a very comfortable contact 
with the eyes at very low glare.

CCT&Power adjustable function available on request makes the luminaire much more flexible to meet the 
needs for multiple application and minimizing inventory cost.
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 Application

CCT&Power adjustable 

Prismatic diffuser


