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Information for the Product user:

Installation

-20°C < Ta < +40°C, 220-240V ~ 50/60Hz, Class II, IP54
Luminaire is non-dimmable.
Suitable for mounting on a normally flammable surface.
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1. Ensure mains supply is switched off before commencing work.
2. Ensure there is at least 100mm of free space around the luminaire location.
3. Press the button to take off the mounting bracket from the base as per fig2.
4. Rotate and remove the cover from the base as per fig3.
5. Mark appropriate fixing hole positions on wall or ceiling basing on the mounting 
bracket, check location of buried cables, pipes and other building services before 
drilling.
6. Fix the mounting bracket onto the surface of wall or ceiling via using screws.
7. Feed supply cables through cable gland on the cable entry hole and attach base 
to surface. Note: Collate the cables going into the side of fitting with the cable 
clamp.
8. Connect AC power supply cable to the terminals. Brown/ Live to L and Neutral/ 
Blue to N, fixing the cable with the restraining bracket. 
9.  Select wattage (10W or 18W) and colour temperature (3000K, 4000K or 6500K) 
by moving the switch as per fig. 3. Note: Do not change wattage and colour 
temperature when the fitting is on!
10. Refit the cover and fix it firmly with a screw.
11. Attach the fitting to the mounting bracket and snap into position. 
12. Fix the screw in the button on the side of the fitting to secure the bracket.
Note: This luminaire has no user serviceable parts. If damaged, disconnect 
from mains and discontinue use.
Market Surveillance:
LS Code of energy efficiency Class. 4212985-LS, Class E 
Remove two screws from the base. Twist and remove diffuser and take out LED 
tray.
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PORTAL DUAL WATTAGE 10W/18W LED SLIMLINE 
BULKHEAD CCT3 SELECTABLE 3000K 4000K 6500K
IP54 WHITE 

10W 18W

PLEASE READ INSTRUCTION BEFORE COMMENCING INSTALLATION 
AND RETAIN FOR FUTURE REFERENCES.
! Electrical products can cause death or injury, or damage to property. 
The Installation must be carried out by a qualified electrician.
                                                 Note:
The luminaire must be disconnected before carrying out any insulation 
resistance testing. Product technical information and specification may 
change over time without prior notification. For the latest technical 
information please visit our web site www.robus.com or 
robusdrect.com

1. Please note the requirement to dispose of Waste Electrical & ElectronicEquipment 
separately from household waste (WEEE marked with crossed out wheelie bin 
symbol).
2. Please consider your role in contributing to re-use, recycling, and other forms of 
recovery of Waste Electrical and Electronic Equipment by returning this product at end 
of life to a collection centre for waste equipment or a civic amenity site or to a retail 
outlet from which you had purchased it or from where you are purchasing a 
replacement.
3. This equipment may contain substances that are hazardous to health and to the 
environment if disposed of carelessly. It is important that it is separated from normal 
household waste and recycled in the WEEE chain.
4. The “crossed out wheelie bin symbol” on a product indicates this equipment must 
not be disposed of in normal household waste but should be disposed of in 
accordance with the local WEEE regulations.
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Lue asennusohje ennen tuotteen asentamista  
ja säilytä ohje myöhempää käyttöä varten.

! Sähköiset laitteet voivat aiheuttaa hengenvaaran. Jos asentamisessa 
ilmenee ongelmia tai epäselvyyttä, olethan yhteydessä valmistajaan. 

Huomio: Tuotteen tekniset tiedot voivat mahdollisesti 
muuttua ajan myötä. Viimeisimmän tuotetiedon löydät 

valmistajan sivulta osoitteesta: www.ahlsell.fi

-20°C < Ta < +40°C, 220-240V ~ 50/60Hz, Luokka II, IP54 

Valaisinta ei pysty himmentämään
Soveltuu asennettavaksi normaalisti syttyvälle alustalle.

Asennus
1.	 Varmista että sähkönsyöttö on kytketty pois..
2.	 Irroita asennusrauta valaisimen takaa 
	 ja kierrä asennusluukku auki (kuvat 2 ja 3)
3.	 Kiinnitä asennusrauta alustaan ruuveilla (kuva 4)
4.	 Kytke sähkönsyöttö valaisimeen ruskea L, 
	 vaihe ja sininen N, nolla (kuva 5)
5.	 Valitse teho ( 10/18W) ja värilämpötila (3000K/4000K/6500K)
	 dip-kytkimistä (kuva 3)
6.	 Laita asennusluukku takaisin paikoilleen
7.	 Asenna valaisin asennusrautaan ja lukitse ruuvilla sivusta

HUOMIO: ÄLÄ VAIHDA VÄRILÄMPÖTILAA TAI TEHOA 
VALAISIMEN OLLESSA PÄÄLLÄ!! VALAISIN EI SAA OLLA 
KYTKETTYNÄ ERISTYSRESISTANSSIMITTAUSTA TEHDESSÄ
 

Tietoa tuotteen loppukäyttäjälle:
Tuotetta ei saa laittaa normaalin sekajätteen sekaan. Käytöstä 
poistettu valaisin on hävitettävä Suomen jätelain mukaan ja 
vietävä sähkö- ja elektroniikkaromukeräykseen (SER).

Valaisimen saa asentaa vain riittävän 
ammattitaidon omaava henkilö.

Asennusohje:
YLEISVALAISIN LMP IP54 
10/18W 3000/4000/6000K
SNRO:4212985

Valmistuttaja / Tillverkat för: 
Ahlsell Oy, ahlsell.fi 
Äyritie 22, 01510 Vantaa



Lue asennusohje ennen tuotteen asentamista ja säilytä ohje myöhempää käyttöä varten.

! Sähköiset laitteet voivat aiheuttaa hengenvaaran. Jos asentamisessa ilmenee ongelmia 
tai epäselvyyttä, olethan yhteydessä valmistajaan. 

Huomio: Tuotteen tekniset tiedot voivat mahdollisesti muuttua ajan myötä. 
Viimeisimmän tuotetiedon löydät valmistajan sivulta osoitteesta: www.ahlsell.fi
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5.	 Valitse teho ( 10/18W) ja värilämpötila (3000K/4000K/6500K) dip-kytkimistä (kuva 3)
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HUOMIO: ÄLÄ VAIHDA VÄRILÄMPÖTILAA TAI TEHOA VALAISIMEN OLLESSA PÄÄLLÄ!!
VALAISIN EI SAA OLLA KYTKETTYNÄ ERISTYSRESISTANSSIMITTAUSTA TEHDESSÄ

Tunnistimen asetukset:
Herkkyys – Viive – Valaistustason raja-arvo – Lisäviive – Lisäviiveen himmennys
Huom. Tunnistin sammuttaa valaisimen jos valaistustason raja-arvo ylittyy, huolimatta siitä 
onko tunnistin havainnut liikettä. Kun Lisäviiveen dip-kytkimestä on valittu arvo “+∞” valaisin 
ei sammu lainkaan tunnistuksen loputtua, jos valaistustason raja-arvo ei ylity. 

Tietoa tuotteen loppukäyttäjälle:
Tuotetta ei saa laittaa normaalin sekajätteen sekaan. Käytöstä poistettu valaisin on hävitettävä 
Suomen jätelain mukaan ja vietävä sähkö- ja elektroniikkaromukeräykseen (SER).

Valaisimen saa asentaa vain riittävän ammattitaidon omaava henkilö.

1. Ensure mains supply is switched off before commencing work.
2. Ensure there is at least 100mm of free space around the luminaire location.
3. Press the button to take off the mounting bracket from the base as per fig2.
4. Rotate and remove the cover from the base as per fig3.
5. Mark appropriate fixing hole positions on wall or ceiling basing on the mounting bracket, 
check location of buried cables, pipes and other building services before drilling.
6. Fix the mounting bracket onto the surface of wall or ceiling via using screws.
7. Feed supply cables through cable gland on the cable entry hole and attach base to 
surface. Note: The cable clamp and the reserved groove provided to connect cables from 
the side of fitting
8. Connect AC power supply cable to the terminals. Brown/ Live to L and Neutral/ Blue to 
N. And fix the cable with restraining bracket. 
9. Select wattage (10W or 18W) and colour temperature (3000K, 4000K or 6500K) by 
moving the switch as per fig. 3. Note: Do not change wattage and colour temperature 
when the fitting is on!
10. Attach the fitting to the mounting bracket and snap into position. Configure sensor 
settings using the walk test method outlined below. 
11. Take off the fitting and refit the cover and fix it firmly with a screw. Then re-attach the 
fitting.
12. Fix the screw in the button on the side of the fitting to secure the bracket.
Walk testing can then be carried out to determine detection area with slow walking pace. 
When the sensor detects movement, the load will be switched on for the preset time. For 
the walk test set detection range to 100% or 50%, set hold time to 5s and disable daylight 
sensor. When finished, set controls to desired levels.
Market Surveillance: LS Code of energy efficiency Class. 4212986-LS, Class E.
Remove two screws from the base. Twist and remove diffuser and take out LED tray.

Note: Daylight detection prior to motion detection: The sensor will turn off the light when the 
ambient natural light exceeds the programmed lux level regardless if motion is detected or not. 
When the standby time is pre-set at “+∞”, the fixture never switches off but stays at pre-set 
dimming level during absence of insufficient natural light, the fixture will turn off once the natural 
light is sufficient (Exceed the programmed lux level).
Factory default setting: 100% Sensitivity, 5s Hold-time, Disable Daylight Threshold, 
                                         0s Stand-by period, 20% Stand-by Dimming level

Setting sensor table  

Sensor detection pictogram:
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Installation

 -20°C < Ta < +40°C, 220-240V~50/60Hz, Class II, IP54, Mounting height: 2.5-6m, 
Detection range: Radius 3-7m
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PLEASE READ INSTRUCTION BEFORE COMMENCING INSTALLATION AND RETAIN FOR 
FUTURE REFERENCES.
! Electrical products can cause death or injury, or damage to property. The Installation must 
be carried out by a qualified electrician.
                                                                     Note:
The luminaire must be disconnected before carrying out any insulation resistance testing. 
Product technical information and specification may change over time without prior 
notification. For the latest technical information please visit our web site www.robus.com 
or robusdrect.com

1. Please note the requirement to dispose of Waste Electrical & ElectronicEquipment separately from 
household waste (WEEE marked with crossed out wheelie bin symbol).
2. Please consider your role in contributing to re-use, recycling, and other forms of recovery of Waste 
Electrical and Electronic Equipment by returning this product at end of life to a collection centre for waste 
equipment or a civic amenity site or to a retail outlet from which you had purchased it or from where you are 
purchasing a replacement.
3. This equipment may contain substances that are hazardous to health and to the environment if disposed 
of carelessly. It is important that it is separated from normal household waste and recycled in the WEEE 
chain.
4. The “crossed out wheelie bin symbol” on a product indicates this equipment must not be disposed of in 
normal household waste but should be disposed of in accordance with the local WEEE regulations.
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1. Ensure mains supply is switched off before commencing work.
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PLEASE READ INSTRUCTION BEFORE COMMENCING INSTALLATION AND RETAIN FOR 
FUTURE REFERENCES.
! Electrical products can cause death or injury, or damage to property. The Installation must 
be carried out by a qualified electrician.
                                                                     Note:
The luminaire must be disconnected before carrying out any insulation resistance testing. 
Product technical information and specification may change over time without prior 
notification. For the latest technical information please visit our web site www.robus.com 
or robusdrect.com

1. Please note the requirement to dispose of Waste Electrical & ElectronicEquipment separately from 
household waste (WEEE marked with crossed out wheelie bin symbol).
2. Please consider your role in contributing to re-use, recycling, and other forms of recovery of Waste 
Electrical and Electronic Equipment by returning this product at end of life to a collection centre for waste 
equipment or a civic amenity site or to a retail outlet from which you had purchased it or from where you are 
purchasing a replacement.
3. This equipment may contain substances that are hazardous to health and to the environment if disposed 
of carelessly. It is important that it is separated from normal household waste and recycled in the WEEE 
chain.
4. The “crossed out wheelie bin symbol” on a product indicates this equipment must not be disposed of in 
normal household waste but should be disposed of in accordance with the local WEEE regulations.
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Installation

-20°C < Ta < +40°C, 220-240V ~ 50/60Hz, Class II, IP54
Luminaire is non-dimmable.
Suitable for mounting on a normally flammable surface.
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1. Ensure mains supply is switched off before commencing work.
2. Ensure there is at least 100mm of free space around the luminaire location.
3. Press the button to take off the mounting bracket from the base as per fig2.
4. Rotate and remove the cover from the base as per fig3.
5. Mark appropriate fixing hole positions on wall or ceiling basing on the mounting 
bracket, check location of buried cables, pipes and other building services before 
drilling.
6. Fix the mounting bracket onto the surface of wall or ceiling via using screws.
7. Feed supply cables through cable gland on the cable entry hole and attach base 
to surface. Note: Collate the cables going into the side of fitting with the cable 
clamp.
8. Connect AC power supply cable to the terminals. Brown/ Live to L and Neutral/ 
Blue to N, fixing the cable with the restraining bracket. 
9.  Select wattage (10W or 18W) and colour temperature (3000K, 4000K or 6500K) 
by moving the switch as per fig. 3. Note: Do not change wattage and colour 
temperature when the fitting is on!
10. Refit the cover and fix it firmly with a screw.
11. Attach the fitting to the mounting bracket and snap into position. 
12. Fix the screw in the button on the side of the fitting to secure the bracket.
Note: This luminaire has no user serviceable parts. If damaged, disconnect 
from mains and discontinue use.
Market Surveillance:
LS Code of energy efficiency Class. 4212985-LS, Class E 
Remove two screws from the base. Twist and remove diffuser and take out LED 
tray.
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AND RETAIN FOR FUTURE REFERENCES.
! Electrical products can cause death or injury, or damage to property. 
The Installation must be carried out by a qualified electrician.
                                                 Note:
The luminaire must be disconnected before carrying out any insulation 
resistance testing. Product technical information and specification may 
change over time without prior notification. For the latest technical 
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1. Please note the requirement to dispose of Waste Electrical & ElectronicEquipment 
separately from household waste (WEEE marked with crossed out wheelie bin 
symbol).
2. Please consider your role in contributing to re-use, recycling, and other forms of 
recovery of Waste Electrical and Electronic Equipment by returning this product at end 
of life to a collection centre for waste equipment or a civic amenity site or to a retail 
outlet from which you had purchased it or from where you are purchasing a 
replacement.
3. This equipment may contain substances that are hazardous to health and to the 
environment if disposed of carelessly. It is important that it is separated from normal 
household waste and recycled in the WEEE chain.
4. The “crossed out wheelie bin symbol” on a product indicates this equipment must 
not be disposed of in normal household waste but should be disposed of in 
accordance with the local WEEE regulations.
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by moving the switch as per fig. 3. Note: Do not change wattage and colour 
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1. Ensure mains supply is switched off before commencing work.
2. Ensure there is at least 100mm of free space around the luminaire location.
3. Press the button to take off the mounting bracket from the base as per fig2.
4. Rotate and remove the cover from the base as per fig3.
5. Mark appropriate fixing hole positions on wall or ceiling basing on the mounting 
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7. Feed supply cables through cable gland on the cable entry hole and attach base 
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temperature when the fitting is on!
10. Refit the cover and fix it firmly with a screw.
11. Attach the fitting to the mounting bracket and snap into position. 
12. Fix the screw in the button on the side of the fitting to secure the bracket.
Note: This luminaire has no user serviceable parts. If damaged, disconnect 
from mains and discontinue use.
Market Surveillance:
LS Code of energy efficiency Class. 4212985-LS, Class E 
Remove two screws from the base. Twist and remove diffuser and take out LED 
tray.
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Weight: 0.83kg
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PORTAL DUAL WATTAGE 10W/18W LED SLIMLINE 
BULKHEAD CCT3 SELECTABLE 3000K 4000K 6500K
IP54 WHITE 

10W 18W

PLEASE READ INSTRUCTION BEFORE COMMENCING INSTALLATION 
AND RETAIN FOR FUTURE REFERENCES.
! Electrical products can cause death or injury, or damage to property. 
The Installation must be carried out by a qualified electrician.
                                                 Note:
The luminaire must be disconnected before carrying out any insulation 
resistance testing. Product technical information and specification may 
change over time without prior notification. For the latest technical 
information please visit our web site www.robus.com or 
robusdrect.com

1. Please note the requirement to dispose of Waste Electrical & ElectronicEquipment 
separately from household waste (WEEE marked with crossed out wheelie bin 
symbol).
2. Please consider your role in contributing to re-use, recycling, and other forms of 
recovery of Waste Electrical and Electronic Equipment by returning this product at end 
of life to a collection centre for waste equipment or a civic amenity site or to a retail 
outlet from which you had purchased it or from where you are purchasing a 
replacement.
3. This equipment may contain substances that are hazardous to health and to the 
environment if disposed of carelessly. It is important that it is separated from normal 
household waste and recycled in the WEEE chain.
4. The “crossed out wheelie bin symbol” on a product indicates this equipment must 
not be disposed of in normal household waste but should be disposed of in 
accordance with the local WEEE regulations.

Asennusohje:
YLEISVALAISIN LMP IP54 11/20W 
3000/4000/6000K SENSOR
SNRO:4212986

Valmistuttaja / Tillverkat för: 
Ahlsell Oy, ahlsell.fi 
Äyritie 22, 01510 Vantaa


