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EXAL400

Circular LED luminaire
Body: 
aluminium profi le
B – white RAL 9003
S – grey RAL 9006
See page 77 for another available colors

Optic: 
KO - opal cover
KNO - primatic opal cover

Installation: 
Surface or pendant fi tting

Accessories: 
EXALCM/ZAVES - suspension set for CM fi ttings
EXALCS/ZAVES - suspension set for CS fi ttings

COVER DEtAiLLUMiNAiRE PROFiLE COVER SAFEtY HOLDER

   default     optional    not possible
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EXAL3000 CS 28 3300
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2,7EXAL5000 CS 41 4700

EXAL5000 CSMIX 42 4700

EXAL6000 CX 48 5900 610 4

EXAL8000 CM 78 8000

800 6
EXAL8000 CMMIX 80 7800

EXAL12000 CM 96 11900

EXAL16000 CM 126 16000
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Due to MODUS program of products development a data can be changed without notice. Luminous fl ux and connected electrical load are subject to an initial tolerance of up to + / - 10%. 
Color temperature is subject to a tolerance of up to +/-150 K from the nominal value. The failure of 1 LED points causes no functional impairment to the lighting performance of the luminaire 

and is therefore no reason for complaint.

Codes: EXAL3000CS4KOPDB/ND

EXAL 3000 CS 4 KO P D B /ND
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