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Conductor Stripping length Klauke (EKM 60 ID-L)

(mm2)  L (mm) Die no. No. of crimps N max. (mm) Die no. No. of crimps No. of crimps Die no. No. of crimps

PK-0,75 0,75 7 - - - R501 1 - - -

PK-1,5 1,5 7 - - - R501 1 - - -

PK-2,5 2,5 7 - - - R501 1 - - -

PK-(4)/6 4 7,5 - - - R502 1 - - -

PK-4/(6) 6 7,5 - - - R502 1 - - -

PK-10 10 11 B8 1 6,4 R502 1 1 HPM400 1

PK-16 16 12 B9 1 7,6 - - 1 HPM400 1

PK-25 25 13 B11 1 8,8 - - 1 HPM400 1

PK-35 35 16 B13 1 10,3 - - 1 HPM400 1

PK-50 50 21 B14,5 1 12,1 - - 1 HPM400 1

PK-70 70 22 B17 1 13,9 - - 1 HPM400 1

PK-95 95 26 B20 1 16,5 - - 1 HPM400 1

PK-120 120 28 B22 1 16,3 - - 1 HPM400 2

PK-150 150 31 B25 1 20,3 - - 1 HPM400 2

PK-185 185 33 B27 1 20,6 - - 1 HPM400 2

PK-240 240 37 B30 1 23,4 - - 1 HPM400 2

PK-300 300 45 B32 1 24,6 - - - HPM400 2

PK-400 400 48 B36 2 27,4 - - - HPM400 2

Thread
Tightening 

torque (Nm)
M5 5

M6 9

M8 22

M10 44

M12 75

M14 120

M16 190

M20 370

M24 640
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Tightening torques for 
8.8 class steel screws

Sector shaped cableSupported IEC 60228 -conductors

Crimping examples

Crimping instruction

 

Product/Crimping data

Product name
Elpress Klauke (K 50) Novopress V

Ouneva copper cable lugs are designed for connecting copper cables, coils and busbars. PK-series cable lugs are compatible with all kinds of stranded (also 
compressed) wires. Installation of the cable lugs can be performed with crimping tools shown above.

1st Crimp
2nd Crimp

Zinc plated 8.8

SFS 3738 ;
DIN 125

Copper busbar PK-lugCopper cable

When cable lug is installed
on aluminium busbar,

the surface of busbar must be
brushed with a wire brush and

lubricated with connection grease.
Additionally, thrust washer

should be used in the busbar side
on compression plate.

(eg. DIN 6796)

Cu

L Measuring surfaces

N

Peeling length

Class 5 & 6 (fine stranded) 

Class 1 & 2 (solid and stranded)
Pre-round the table

Hexagonal crimp 
inspection
(Elpress)


