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Present  
types

WxHxD mm

New  
types

WxHxD mm

D 9025  
D 9125

88x88x53

DK 0202 G
93x93x62

DK 0402 G
104x104x70

D 9045
98x98x61

DK 0404 G
104x104x70

DK 0604 G
130x130x77

K 9065
139x119x70

DK 0606 G
130x130x77

DK 1006 G
180x130x77

K 9105
167x125x82

DK 1010 G
180x130x77

DK 1610 G
210x155x92

--- DK 1616 G
210x155x92

K 9255
200x160x98

DK 2525 G
255x205x112

K 9355
210x260x117

DK 3535 G
295x225x122

K 9502
210x310x117

entfällt

K 9504
210x310x117

DK 5054 G
355x255x122

K 9505
210x310x117

DK 5055 G
355x255x122

D 9020 
D 9120

88x88x53

DK 0200 G
93x93x62

D 9040
98x98x61

DK 0400 G
104x104x70

K 9060
139x119x70

DK 0600 G
130x130x77

K 9100
167x125x82

DK 1000 G
180x130x77

--- DK 1600 G
210x155x92

K 9250
200x160x98

DK 2500 G
255x205x112

K 9350
210x260x117

DK 3500 G
295x225x122

K 9500
210x310x117

DK 5000 G
355x255x122

for copper  
conductors

Present  
types

WxHxD mm

New  
types

WxHxD mm

K 9259
200x160x98

DK 2524 S
255x205x112

K 9258
200x160x98

DK 3525 S
295x225x122

K 9509
210x310x117

DK 3534 S
295x225x122

K 9507
210x310x117

DK 5035 S
355x255x122

K 9508
210x310x117

entfällt

K 9503
210x310x117

entfällt

with main line 
branch terminals

Present  
types

WxHxD mm

New  
types

WxHxD mm

RD 9123
88x88x53

RK 0203 T
93x93x62

RD 9125
88x88x53

RK 0205 T
93x93x62

RD 9127
88x88x53

RK 0207 T
93x93x62

RD 9045
98x98x61

RK 0405 T
104x104x70

RD 9041
98x98x61

RK 0610 T
130x130x77

RK 9062
139x119x70

RK 0612 T
130x130x77

RK 9064
139x119x70

RK 0614 T
130x130x77

RK 9109
167x125x82

RK 1019 T
180x130x77

RK 9104
167x125x82

RK 1024 T
180x130x77

with terminal 
blocks

Present  
types

WxHxD mm

New  
types

WxHxD mm

D 9220
88x88x53

DK 0200 R
93x93x62

D 9225
88x88x53

DK 0202 R
93x93x62

DK 0402 R
104x104x70

D 9240
98x98x61

DK 0400 R
104x104x70

D 9245
98x98x61

DK 0404 R
104x104x70

DK 0604 R
130x130x77

for safety lighting 
circuits

Present  
types

WxHxD mm

New  
types

WxHxD mm

D 9041
98x98x61

DK 0402 A
104x104x70

K 9061
139x119x70

DK 0604 A
130x130x77

K 9351
210x260x117

DK 2516 A
255x205x112

KF 9251
200x160x98

KF 3550 A
295x225x122

KF 9501
210x310x117

KF 5050 A
355x255x122

for aluminum  
conductors

Present  
types

WxHxD mm

New  
types

WxHxD mm

FK 7045
122x122x59

FK 0402 
FK 0404

104x104x70

FK 7105
168x143x72

FK 0604
130x130x77 

FK 0606
130x130x77 

FK 1610
210x155x92

FK 7165
243x168x85

FK 1616
210x155x92

--- FK 1606
210x155x92

--- FK 1608
210x155x92

tested for insula-
tion integrity and 

intrinsic fire  
resistance

Present  
types

WxHxD mm

New  
types

WxHxD mm

KF WP 3025
88x88x53

WP 0202 G
93x93x62

WP 0402 G
104x104x70

KF WP 3045
98x98x61

WP 0404 G
104x104x70

WP 0604 G
130x130x77

KF WP 3065
139x119x70

WP 0606 G
130x130x77

WP 1006 G
180x130x77

KF WP 3105
167x125x82

WP 1010 G
180x130x77

KF WP 2025
88x88x53

WP 0202 B
93x93x62

WP 0402 B
104x104x70

KF WP 2045
98x98x61

WP 0404 B
104x104x70

WP 0604 B
130x130x77

KF WP 2065
139x119x70

WP 0606 B
130x130x77

WP 1006 B
180x130x77

KF WP 2105
167x125x82

WP 1010 B
180x130x77

waterproof - for 
encapsulating

The new Hensel box Modern terminal technology
innovative und flexible

�� more space for wiring
�� different terminal positions
�� box allows two terminals
�� all terminals with 2 clamping units per 
pole

�� every pole allows the connection of 
various conductor cross sections and 
conductor types

Varous cable entry 
push-in and it‘s done

�� cable entry through the bottom 
of the box via integrated elastic 
membrane

�� cable entry via integrated elastic 
membranes in box walls for fast cable 
entry up to degree of protection IP 66

�� alternatively, a cable gland can be set 
after removing the elastic membrane 
and extension ring

Lots of accessories
perfectly included

�� closes quickly by a quarter turn
�� label template on the internet at  
www.hensel-electric.de - download 
area

�� retaining strap prevents the lid from 
falling or losing

�� external brackets for fastening are 
always included

Present  
types

WxHxD mm

New  
types

WxHxD mm

KF 9025
88x88x53

KF 0202 G 
93x93x62

KF 0402 G
104x104x70

KF 9045 
98x98x61

KF 0404 G 
104x104x70

KF 0604 G
360x260x128

KF 9065 
139x119x70

KF 0606 G 
130x130x77

KF 1006 G
180x130x77

KF 9105 
167x125x82

KF 1010 G 
180x130x77

KF 1610 G
210x155x92

--- KF 1616 G
210x155x92

KF 9255
200x160x98

KF 2525 G
255x205x112

KF 9355
210x260x117

KF 3535 G
295x225x122

KF 9505
210x310x117

KF 5050 G
355x255x122

KF 9020
88x88x53

KF 0200 G
93x93x62

KF 9040
98x98x61

KF 0400 G
104x104x70

KF 9060
139x119x70

KF 0600 G
130x130x77

KF 9100
167x125x82

KF 1000 G
180x130x77

--- KF 1600 G
210x155x92

KF 9250
200x160x98

KF 2500 G
255x205x112

KF 9350
210x260x117

KF 3500 G
295x225x122

KF 9500
210x310x117

KF 5000 G
355x255x122

weatherproof, for outdoor installation

Present  
types

WxHxD mm

New  
types

WxHxD mm

KF 5025 
KD 5025

88x88x53

KF 0202 B 
93x93x62

KF 0402 B
104x104x70

KF 5045
KD 5045

98x98x61

KF 0404 B 
104x104x70

KF 0604 B
130x130x77

KF 5065 
KD 5065

139x119x70

KF 0606 B
130x130x77

KF 1006 B
180x130x77

KF 5105
KD 5105

167x125x82

KF 1010 B
180x130x77

KF 1610 B
210x155x92

--- KF 1616 B
210x155x92

KF 5255
KD 5255

200x160x98

KF 2525 B
255x205x112

KF 5355
KD 5355

210x260x117

KF 3535 B
295x225x122

KF 5505
210x310x117

KF 5050 B
355x255x122

KF 5020 
KD 5020

88x88x53

KF 0200 B
93x93x62

KF 5040
KD 5040

98x98x61

KF 0400 B
104x104x70

KF 5060
KD 5060

139x119x70

KF 0600 B
130x130x77

KF 5100
KD 5100

167x125x82

KF 1000 B
180x130x77

--- KF 1600 B
210x155x92

KF 5250 
KD 5250

200x160x98

KF 2500 B
255x205x112

KF 5350 
KD 5350

210x260x117

KF 3500 B
295x225x122

KF 5500
210x310x117

KF 5000 B
355x255x122

Present  
types

WxHxD mm

New  
types

WxHxD mm

KF 8020
88x88x53 

KF 0200 H
93x93x62 

KF 8040
98x98x58 

KF 0400 H
104x104x70 

KF 8060
139x119x70 

KF 0600 H
130x130x77 

KF 8100
167x125x82 

KF 1000 H
180x130x77 

--- KF 1600 H
210x155x92 

KF 8250
200x160x98 

KF 2500 H
255x205x112 

KF 8350
210x260x117 

KF 3500 H
295x225x122 

KF 8500
210x310x117 

KF 5000 H
355x255x122 

KF 4020
KD 4020

88x88x53 

KF 0200 C
93x93x62 

KF 4040
KD 4040

98x98x58 

KF 0400 C
104x104x70 

KF 4060 
KD 4060

139x119x70 

KF 0600 C
130x130x77 

KF 4100 
KD 4100

167x125x82 

KF 1000 C
180x130x77 

--- KF 1600 C
210x155x92 

KF 4250 
KD 4250

200x160x98 

KF 2500 C
255x205x112 

KF 4350
KD 4350

210x260x117 

KF 3500 C
295x225x122 

KF 4500
210x310x117 

KF 5000 C
355x255x122 

Wide range of applications�Robust and solid�Flexible in use

made in GERMANY
since 1931 04
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Gustav Hensel GmbH & Co. KG
Gustav-Hensel-Straße 6 
D-57368 Lennestadt 
Germany

Phone: 02723/609-0  
Fax: 02723/60052 
info@hensel-electric.de, www.hensel-electric.de


