
Battery

General description

High capacity battery for the IR camera.

Power system

Battery type Rechargeable Li ion battery

Battery voltage 3.7 V

Battery capacity 5.7Ah, at +20°C (+68°F)

Charging temperature 0°C to +45°C (+32°F to +113°F)

Environmental data

Battery storage temperature range –40°C to +85°C (–40°F to +185°F)

Physical data

Weight 146 g (0.322 lb.)

Size (L × W × H) 145 × 25 × 23 mm (5.7 × 0.98 × 0.91 in.)

Shipping information

Packaging, type Cardboard box

List of contents • Battery

Packaging, weight

Packaging, size 157 × 130 × 65 mm (6.2 × 5.1 × 2.6 in.)

EAN-13 4743254003088

UPC-12 845188014483

Country of origin Estonia

Compatible with the following products:

• 84502-0201; FLIR E53 24°
• 78501-0101; FLIR E75 14°
• 78502-0101; FLIR E75 24°
• 78504-0101; FLIR E75 24° + 14°
• 78506-0101; FLIR E75 24° + 14° & 42°
• 78505-0101; FLIR E75 24° + 42°
• 78503-0101; FLIR E75 42°
• 78501-0201; FLIR E85 14°
• 78502-0201; FLIR E85 24°
• 78504-0201; FLIR E85 24° + 14°
• 78506-0201; FLIR E85 24° + 14° & 42°
• 78505-0201; FLIR E85 24° + 42°
• 78503-0201; FLIR E85 42°
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• 78501-0301; FLIR E95 14°
• 78502-0301; FLIR E95 24°
• 78504-0301; FLIR E95 24° + 14°
• 78506-0301; FLIR E95 24° + 14° & 42°
• 78505-0301; FLIR E95 24° + 42°
• 78503-0301; FLIR E95 42°
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